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Efficient, Beautiful Heat
Without the Mess of Wood Burning

Accessory Offering Summary

• Remote Controls

• Wall Mount Control Kits

Cast Iron Stove in
Flat Black

FMI Direct Vent Cast Iron Stoves bring you the old world charm of a wood burning 
stove combined with the economy, convenience, comfort and efficiency of gas 
space heat. These beautiful appliances eliminate the mess and inconvenience of 
heating with wood.

Just select any one of our four color choices to enhance your decor and provide 
an economical way to reduce the expensive operating cost of central heating. Plus 
heating with a FMI Stove means you’ll never be left in the cold with wet logs or 
without heat during an electrical power outage.
 
You will enjoy the realism and beauty of the dual burner systems that feature 
realistic logs, an abundance of dancing yellow flames and glowing coals. All FMI 
Burner Systems feature remote ready controls and a “matchless” piezo ignition 
system.

FMI Remote Control Ready Burner Systems offer you two types of remote controls 
as well as the ability to operate the log heater with a built-in variable manual
control. 
 
Remote control accessories are optional and include a hand held on/off or
thermostat remote control. The thermostat remote control allows you to operate 
the burner system manually (on/off) or automatically in the thermostat mode. 

Direct Vent Cast Iron Stove Product Offering

MODEL DESCRIPTION COLOR GAS TYPE BTU’s

CISB Cast Iron Stove Shell Flat Black - -

CISAW Cast Iron Stove Shell Antique White - -

CISNI Cast Iron Stove Shell Natural Iron - -

CISAS Cast Iron Stove Shell Aged Silver - -

SDVBND Direct Vent Gas Burner & Logs - Natural 30,000

SDVBPD Direct Vent Gas Burner & Logs - Propane 28,000

Heat At A Push Of A Button
Operation is easy with the controls conveniently located 
behind the door. Simply open the door, start the burner  
system with the 
matchless piezo 
ignitor and select 
the desired heat 
output/flame 
height with your 
variable control.

Stove Shell Dimensions

Height 27

Width 26 1/4

Depth 18 3/4

Stove Color Options

Flat Black - CISB

Antique White - CISAW

Natural Iron - CISNI

Aged Silver - CISAS

Direct Vent stoves are ideally suited for today’s 
energy efficient,tightly constructed homes. The 
flames burn in a sealed combustion firebox, 
so the room air does not come in contact with 
the flames. The sealed burner system requires 
the stove to draw out-
side air to the fire for 
combustion. This is 
accomplished by using a 
concentric vent system 
which is actually a pipe 
within a pipe. Outside air 
is drawn to the burners 
through an outer pipe, 
while exhaust gases 
are expelled through a 
smaller inner pipe.

Room air is heated as 
it circulates through passageways around the 
burner system, then emitted through the top and 
stove face. The flames, glowing embers and logs 
also radiate heat through the glass into the room 
generating additional warmth. FMI offers a full 
line of direct-vent black finished interior venting 
components.      

Amity Direct-Vent (Top Vent)


